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Note: not all combinations of technical features are possible,
please check with our technical office at the email address: sales@elinca.it

HIG 072

Integral AC component
Fully isolated for extreme safety
Available in 5m and 10m reel
3M double-sided tape
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LED Type:

Optical parameter
SMD2835

Color Rendering Index: Ra > 80    Ra > 90 

CCT Range: 2700K/3000K/4000K/5000K/6000K

Irritation Angle: 120°

Light Efficiency: 100~110Lm/w   90~100Lm/w

Lumen Output/meter: 1000~1100Lm/m   (304~305Lm/ft)

Input Current/m: 0.04A/m (0.012A/ft)

Input Voltage: AC120V

Power/M: 10W/m (3W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 72LEDs/m

Size of Section: 500mm(1.64")

LEDs of Section 36 LEDs

Electric parameter

CM

U S

E473513

YEARS
W

Accessory
1.PVC Clip

2.PVC Chanel

Input Current/m: 0.08A/m (0.024A/ft)

Input Voltage: AC120V

Power/M: 10W/m (3W/ft)

Static Electricity: 1000V (ESD)

LEDs/Meter: 72LEDs/m

Size of Section: 500mm(1.64")

LEDs of Section 36 LEDs

Electric parameter

LED Type:

Optical parameter
SMD2835

Color Rendering Index: Ra > 80    Ra > 90 

CCT Range: 2700K/3000K/4000K/5000K/6000K

Irritation Angle: 120°

Light Efficiency: 100~110Lm/w   90~100Lm/w

Lumen Output/meter: 1000~1100Lm/m   (304~305Lm/ft)
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Accessory
1.PVC Clip

2.PVC Chanel

AC230VMF728V072A80-D060 72 6000K 80 IP65 15*6mm110

MF728V072A80-D027 72 AC230V 2700K 80 IP65 15*6mm

AC230VMF728V072A80-D030 72 3000K 80 IP65 15*6mm

AC230VMF728V072A80-D050 72 5000K 80 IP65 15*6mm

AC230VMF728V072A80-D040 72 4000K 80 IP65
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ltem Code LEDs/meter Input
voltage

Watt/m
Watt/ft

CCT/K
Color

Rendering
Index

IP RateLM/w Dimension PF

>0.9

>0.9

>0.9

>0.9

>0.9

AC120VMF528V072A80-D060 72 6000K 80 IP65 15*6mm110

MF528V072A80-D027 72 AC120V 2700K 80 IP65 15*6mm

AC120VMF528V072A80-D030 72 3000K 80 IP65 15*6mm

AC120VMF528V072A80-D050 72 5000K 80 IP65 15*6mm

AC120VMF528V072A80-D040 72 4000K 80 IP65
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ltem Code LEDs/meter Input
voltage

Watt/m
Watt/ft

CCT/K
Color

Rendering
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IP RateLM/w Dimension PF

>0.9

>0.9
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>0.9

High Quality products with full range of colors
from 1800K-6500K;Provide 1BIN/2BIN,SDCM<3/
SDCM<5;CRI80,CRI90,CRI95+Branded 3M tape
for installation.

120V 2835SMD/72LED

HIGH VOLTAGE FLEX

230V 2835SMD/72LED 

HIGH VOLTAGE FLEX

High Quality products with full range of colors
from 1800K-6500K;Provide 1BIN/2BIN,SDCM<3/
SDCM<5;CRI80,CRI90,CRI95+Branded 3M tape
for installation.
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500mm(1.64'')

6mm 

15mm 

500mm(3.93'')

6mm 

15mm 

Lm/m Lm/ft Lm/m Lm/ft

NEWNEW

Model
HIG

Power
10W [W/m]

LED Nr.
072 [led/m]

IP grade
IP65

CCT
927
930
940
950
960

Features
LED type
LED nr.
Standard CCT
Other CCT upon request
Beam angle

Performance
Lumen output (at 85°C)
Color rendering index
Efficacy

Electrical and control
Supply type
Input voltage
Input current
Max. power consumption
Dimming

Physical
Minimum cut
Reel length
Weight
Operating temperature 
ESD Protection

SMD2835
72LEDs/m
2700K/3000K/4000K/5000K/6000K
1800K/2100K/2300K/6500K
120°

1000 — 1100lm/m (304 — 335lm/ft)
>90
100 — 110lm/W

Costant voltage
AC240V
0.043A/m (0.013A/ft)
10W/m (3W/ft)
External

500mm (19.68”)
5m (16.40’)
0.05kg/m
-25/+55°C
+/- 2000V
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HIG 10W      072

2700K
3000K
4000K
5000K
6000K

. 927

Model Power LED nr. IP grade

IP65

CCT

Accessories
Power cord IP40 (30cm cable)
Jumper connector IP40 (30cm cable)
Straight connector IP40
Corner connector IP40
End cap IP40
Mounting clip
Aluminium mounting profile L=1m

ACC00001
ACC00002
ACC00003
ACC00004
ACC00005
ACC00006
ACC00007


